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Caonstruction Details

. Equipment List ‘A’
Equipment to be supplied and installed by SHA.

L Use existing mastarm and upright. Install proposed video detection camera and video detection lead-in i ’ Py
cable. ' : P /Q Communication Panel
- . : T8-2 Mini-Hub
2, Use existing conduit. Install proposed video detection lead-in cable. ‘ ’ / T'5-2 Mini-Hub Cables
3. Use existing handhole. Install proposed video delection lead-in cable. N Industrial 56k Modem
; N\ SDLC Cables
4. U'SG existing handhole. Cap and abandon existing detector slesves. Remave existing loop detection and 7
triple micro loop probe lead-in cables. ' o : T BGAE <
o o o . ‘ . Equipient List 'B' ; 351877 : . q,‘
5. Use existing conduit, Remove existing loop detection and triple micro loop probe lead-in cables, - Equipment to be furnished and installed by the Contractor. ok ‘ . // :% *.;;7/‘;’ AN
) ) . ' A ' L A :
6. Usc existing handhole. Remove existing loop detector and triple micro loop probe lead-in cables and : - TN O _ _ ' : ] o
install proposed video detection lead-in cable. ' ‘ : ' - : . : < N . : Equipment List 'C'
! ‘ L - ITEM QUANTITY DESCRIPTION A : _ - ~ _ : Removed and Salvaged Items
7 Use existing coptroller cabinet. Remove existing loop detector and triple micro loop probe lead-in cables 1001 oo MAINTENANCE OF TRAFFIC PER ASSIGNHENT ™ NQNE
l"gr phase 8 E!.nd 1.11stal‘1 propo:fcd video detection lead-in cable. TOD personnel will install and program i ] M
video detection interface equipment upon completion of proposed detection work. »00s o i;ﬂ;gSWHITE VR FRER FERTETITE TRHoRme s
8. Remove existing stop line and re-install in accordance to SHA Standards, 5004 30 LF REMOVAL OF EXTSTING PERMANENT PAVEMENT LINE MARKINGS  ANY _
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